Your complimentary

use period has ended.

Thank you for using
PDF Complete.

=IMPCO=

MODEL 300A

e Mixer With 10”
; Air Cleaner

- Mixer ith 14”
300A Mixer Without Air Air Cleaner
Cleaner

DESCRIPTION

The Model 300A mixer is a single-diaphragm air valve for applications. It offers a down-draft air inlet that
can be used for remote air filtration or open-element type air filters. This unit is available for LPG Vapor and
Natural Gas applications with air flow requirements up to 348 CFM (164 L/s) or 432 CFM (204 L/s) depending
on the part number. The 300A has numerous adapters to allow the installer to fit the 300A into most under
hood vehicle applications.

The Model 300A is also available for feedback applications with the ‘FB’ designation. The 300A can also be
equipped with a cam mechanism to allow the air valve to be raised to its full open position to minimize any
restriction in the base vehicle air stream. Optional air cleaner assemblies are also available for engines which
require higher CFM air flow.

SPECIFICATIONS
Fuel TYpe v, LPG Vapor, Natural Gas
Operating Temperature Range ...... -40°F to +250°F (-40°C to +121°C)
Mounting Position...........ccecevvunenee. Vertical
Diaphragm Material...........ccccccuunnees Hydrin (Standard), Silicone (Optional)
HP/(KW) (1 & 20) .ceieeeeeeeeee e 217 hp (102.4 kW) @ 348 CFM (164 L/s) w/1.5” Hg manifold
HP/(KW) (50 & 70) e e 270 hp (127.4 kW) @ 432 CFM (204 L/s) w/1.5” Hg manifold
Certification ......ccccccveeeeeieiiineeenenenn, UL (AU2317), Inquire for specific ECE approval
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FUEL INLET

MODEL 300A CARBURETOR

CARBURETORS & MIXERS
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ADAPTOR MOUNTING
SURFACE
A B C D
MOUNTING MIXER MICRO AIR VALVE
SURAFCE ONLY AIR SWITCH DIAPHRAGM (B-
TOTOP OF OVERALL OVERALL CLEANER NO AIR 10"AIR VACCUM BLACK HYDRIN
MIXER FUEL INLET HEIGHT WIDTH HEIGHT FILTER FILTER VALVE GAS VALVE S-SILICONE)
88.9 mm 104.7 mm  206.3 mm 69.8 mm
CA300A-M-2 X V2-11 S
(3.5") (4.125") (8.125") (2.75")
CA300A-M-3 88.9 mm 104.7 mm  206.3 mm 69.8 mm . B
(3.5") (4.125") (8.125") (2.75")
88.9 mm 104.7 mm  206.3 mm 69.8 mm
CA300A-M-3-2 X X B
(3.5") (4.125") (8.125") (2.75")
88.9 mm 104.7 mm  206.3 mm 69.8 mm
CA300A-M-4-2 X X S
(3.5") (4.125") (8.125") (2.75")
CA300AM-50-2 88.9 mm 104.7 mm 206.3mm  69.8 mm . " 5
(3.5") (4.125") (8.125") (2.75")
88.9 mm 104.7 mm  206.3 mm 69.8 mm
CA300AM-50-3 X V2-39 S
(3.5") (4.125") (8.125") (2.75")
88.9 mm 104.7 mm  206.3 mm 69.8 mm
CA300AM-50-4 X X V2-39 S
(3.5") (4.125") (8.125") (2.75")
FB300A-M-2 88.9 mm 104.7mm 206.3mm  69.8 mm « V2-49 S
(3.5") (4.125") (8.125") (2.75")
88.9 mm 104.7 mm  206.3 mm 69.8 mm
FB300A-M-4-2 X \V2-50 S
(3.5") (4.125") (8.125") (2.75")
FB300AM-50-2 88.9 mm 104.7mm 206.3mm  69.8 mm . « S
(3.5") (4.125") (8.125") (2.75")
88.9 mm 104.7 mm 206.3mm  69.8 mm
FB300AM-50-4 X X B
(3.5") (4.125") (8.125") (2.75")
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